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TABLE 3.—SUMMARY OF STANDARDS FOR PROCESS FUGITIVE SOURCES—Continued

Fugitive emission source

Control device
lead compound

emission limit (mil-
ligrams per dry
standard cubic

meter)

Enclosed hood or
doorway face ve-

locity (meters/
minute)

Citation

Applicable to Both Control Options

Dryer and agglomerating furnace emission vents .. 2.0 .............................. § 63.544(d).

1 Enclosure hood face velocity applicable to those process fugitive sources not located in an enclosed building ventilated to a
control device.

[62 FR 32216, June 13, 1997, as amended at 63
FR 45011, Aug. 24, 1998]

§ 63.545 Standards for fugitive dust
sources.

(a) Each owner or operator of a sec-
ondary lead smelter shall prepare and
at all times operate according to a
standard operating procedures manual
that describes in detail the measures
that will be put in place to control fu-
gitive dust emission sources within the
areas of the secondary lead smelter
listed in paragraphs (a)(1) through
(a)(5) of this section.

(1) Plant roadways;
(2) Battery breaking area;
(3) Furnace area;
(4) Refining and casting area; and
(5) Materials storage and handling

area.
(b) The standard operating proce-

dures manual shall be submitted to the
Administrator or delegated authority
for review and approval.

(c) The controls specified in the
standard operating procedures manual
shall at a minimum include the re-
quirements of paragraphs (c)(1)
through (c)(5) of this section.

(1) Plant roadways—paving of all
areas subject to vehicle traffic and
pavement cleaning twice per day of
those areas, except on days when nat-
ural precipitation makes cleaning un-
necessary or when sand or a similar
material has been spread on plant road-
ways to provide traction on ice or
snow.

(2) Battery breaking area—partial en-
closure of storage piles, wet suppres-
sion applied to storage piles with suffi-
cient frequency and quantity to pre-
vent the formation of dust, and pave-
ment cleaning twice per day; or total
enclosure of the battery breaking area.

(3) Furnace area—partial enclosure
and pavement cleaning twice per day;
or total enclosure and ventilation of
the enclosure to a control device.

(4) Refining and casting area—partial
enclosure and pavement cleaning twice
per day; or total enclosure and ventila-
tion of the enclosure to a control de-
vice.

(5) Materials storage and handling
area—partial enclosure of storage piles,
wet suppression applied to storage piles
with sufficient frequency and quantity
to prevent the formation of dust, vehi-
cle wash at each exit from the area,
and paving of the area; or total enclo-
sure of the area and ventilation of the
enclosure to a control device, and a ve-
hicle wash at each exit.

(d) The standard operating proce-
dures manual shall require that daily
records be maintained of all wet sup-
pression, pavement cleaning, and vehi-
cle washing activities performed to
control fugitive dust emissions.

(e) No owner or operator of a sec-
ondary lead smelter shall discharge or
cause to be discharged into the atmos-
phere from any building or enclosure
ventilation system any gases that con-
tain lead compounds in excess of 2.0
milligrams of lead per dry standard
cubic meter (0.00087 grains of lead per
dry standard cubic foot).

§ 63.546 Compliance dates.
(a) Each owner or operator of an ex-

isting secondary lead smelter shall
achieve compliance with the require-
ments of this subpart no later than De-
cember 23, 1997. Existing sources wish-
ing to apply for an extension of compli-
ance pursuant to section § 63.6(i) of this
part must do so no later than June 23,
1997.

(b) Each owner or operator of a sec-
ondary lead smelter that commences
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